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PLATE, 1.00" THK., HR, ANNEALED AND PICKLED 304L STAINLESS
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RI1.00 NOTES: UNLESS OTHERWISE SPECIFIED,
. POSTTIONAL TOLERANCES AND DATUM FEATURES OF SI/E —
APPLY REGARDLESS OF FEATURE SI/ZE.
.00 2. THIS IS A CRYOGENIC/VACUUM COMPONENT . CLEAN PRIOR TO
WELDING PER ENGINEERING SPECIFICATION (M ). ALTERNATE =
METHODS SUBJECT TO LBNL APPROVAL. -
o<
V 3. USE OF SULFUR OR SILICONE BEARING OILS, LUBRICANTS =
OR COOLANTS ARE STRICTLY PROHIBITED. ”g
(o)
4. USE OF RESIN OR RUBBER BONDED ABRASIVES UNDER POWER g%
e 4 00— - 'S STRICTLY PROHIBITED. USE VITREOUS BONDED ABRASIVES s N
ONLY . °
5. PROTECT FINISHED PART BY BAGGING OR SIMILAR METHOD
PROTECT AND MAINTAIN CLEANLINESS DURING SHIPMENT AND
STORAGE . —
1. ESTIMATED WEIGHT = 4 LBS
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THREADS ARE CLASS 2 PROaECT N /A THRUST LOAD BUMPER, WEB E
| CHAMFER ENDS OF ALL SCREW TREADS 30° EEEA)EECT N/A MICROF ILMED DWG. TYPE SHOWN ON scate: | /4 SCDA(L)E FNR?NTTS é}
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